OAKGREEN AVENUE
(County Road 65) Corridor Improvement Project

Project Overview
Washington County is leading a study to develop a
preliminary design concept for Oakgreen Avenue
(County Road 65) between 40th Street N and 10th
Street N in Baytown Township and West Lakeland
Township (See map of project area on back). The
study will identify road improvements such as turn
lanes, resurfacing, storm water management, safety
improvements and pedestrian and bicyclist
considerations. The preliminary design is expected
to be completed in January 2019 and the final
design completed in January 2020. Construction,
originally expected to begin in spring 2020, is now
expected to start in spring 2021.

Project Goals
• Improve the ride of Oakgreen Avenue
• Maintain wide shoulders for pedestrians and
bicyclists
• Improve safety, capacity, and operations of
the road
• Improve storm water drainage
• Maintain the long-term transportation goals of
the county and local communities

Project Timeline

Proposed Preliminary Design
Turn Lanes

New turn lanes are proposed at the following
intersections to help traffic flow issues:
• On Oakgreen Avenue:
· Northbound at 30th Street N. (right turn lane)
· Southbound at 26th Street N. (right turn lane)
· Southbound at 23rd Street N. (right turn lane)
· Southbound at 21st Street N. (right turn lane)
• On 40th Street N. at Oakgreen Avenue (left turn lane)
• On 10th Street N. at Oakgreen Avenue (left turn lane)

Sight Lines
Hill reductions are proposed on Oakgreen Avenue to
improve sightline issues:
• Between 40th Street N. and 34th Street N.
• Between 30th Street N. and 28th Street N.
• Between 23rd Street N. and 21st Street N.
• Between 17th Street N. and 10th Street N. (2 locations)

Roadway
• Reconstruct road
· The roadway surface and subsurface will be
reconstructed
• The road width of Oakgreen Avenue will change
slightly:
· The existing road width averages 11.5 feet travel
lanes and 9 feet shoulders.
· The proposed new road width will have 11 feet
travel lanes and 8 feet shoulders.

Storm Water Management

Improvements to storm water drainage by adding curbs
and gutters or improving ditches are recommended to
minimize standing water, flooding, icy roadway surface,
and to keep the roadway base dry.

Trees

Tree removals are proposed to improve sightline issues
and provide adequate clear zone
See map of the proposed preliminary design on back.

Preliminary Design Map
Oakgreen Avenue (County Road 65)

FOR MORE INFORMATION
Visit the project website and sign up for email updates:
www.co.washington.mn.us/County65

Contact the County Project Manager:
Andrew Giesen
651-430-4336 • andrew.giesen@co.washington.mn.us

